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1.4 Versions
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1.4.1 Key to part numbers

Table 1: Overview of comparable easy400 types with easy500 and easy600 with easy700

EASY - x x x - x x - x x x
LCD display: X = No display
Time switch: C = Available; E = Expansion

Output type:

R = Relay (max. 8 A)

T = Transistor (0.5 A, parallel connection possible up to 2 A)

Supply voltage, device and inputs
AB = 24 V AC (2, (4) inputs, also usable as 0 to 10 V analog inputs)
AC = 100, 120, 230, 240 V AC

DC = 24 V DC (2 (4) inputs, also usable as 0 to 10 V analog inputs)

DA = 12 V DC (2 (4) inputs, also usable as 0 to 10 V analog inputs)

Number of inputs/outputs (+ expansion)
12 = 8 I/4 O

18 = 12 I/6 O

19 = 12 I/6 O + expansion
20 = 12 I/8 O

21 = 12 I/8 O + expansion

Rating class (RC) and space unit (SU)

2 = 35.5 mm (SU)
4, 5 = 71.5 mm (4 SU), RC = 4 or 5

6, 7= 107.5 mm (6SU), RC = 6 or 7

Control relays easy

easy400, easy600 easy500, easy700

– EASY512-AB-RC

– EASY512-AB-RCX

EASY412-AC-R EASY512-AC-R

EASY412-AC-RC EASY512-AC-RC

EASY412-AC-RCX EASY512-AC-RCX

EASY412-DA-RC EASY512-DA-RC

EASY412-DA-RCX EASY512-DA-RCX

EASY412-DC-R EASY512-DC-R

EASY412-DC-RC EASY512-DC-RC

EASY412-DC-RCX EASY512-DC-RCX

EASY412-DC-TC EASY512-DC-TC

EASY412-DC-TCX EASY512-DC-TCX

– EASY719-AB-RC

– EASY719-AB-RCX

EASY619-AC-RC EASY719-AC-RC

EASY619-AC-RCX EASY719-AC-RCX

– EASY719-DA-RC

– EASY719-DA-RCX

EASY619-DC-RC EASY719-DC-RC

EASY619-DC-RCX EASY719-DC-RCX

EASY621-DC-TC EASY721-DC-TC

EASY621-DC-TCX EASY721-DC-TCX


